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State of California
AIR RESOQURCES BOARD

EXECUTIVE ORDER D-144
Relating to Exemptions under Section 27156
of the Vehicle Code

PORSCHE MAILORDER'S
WEBER 40 IDA 3C CARBURETOR AND CONVERSICN KIT

Pursuant to the authority vested in the Air Resources Board by Section
27156 of the Yehicle Code; and

Pursuant to the authority vested in the undersigned by Secticns 33575 and
39576 of the Health and Safety Code and Executive Order G-45-5;

IT 1S ORDERED AND RESOLVED: That the installation of the Weber 40 IDA 2C
carburetor and conversion kit distributed by Porsche Mailorder, Santa
Monica, California 90402, has been found not to reduce the effectivenass of
required motor vehicle pollution control devices and, therefore, is exempt
from the propibitions of Secticn 27156 of the Vehicle Lode for Timited
1969-1973 Porsche 811's for the enhgines and models Tisted below: ‘

Engine Size (L) Venturi Main Emulsion Idle Air Cor.
and Model {mm) Jet (mm) Tube Jet (mm}  Jet {mm)
2.0E, 2.2E 30 1.25 F-26 0.55 1.80
2.08 30 1.25 F-3 0.55 1.80
2.28 32 1.36 F-32 0.55 1.80
2.47 . 30 1.30 F-2 0.55 1.86
2.4E 32 1.35 F-2 0.60 1.80
2.48 32 1.3% F-3 0.60 1.80

This Executive Order is valid provided that installation instructions for
this device will not recommend tuning the vehicle to specifications

different from those submitted by the device manufacturer.

Changes made to the design or operating conditions of the device, as
exempted by the Air Resources Board, that adversely affect tha performance
of a vehicle's pollution control system shall invalidate this Executive
Order.

Marketing of this device using an identification other than that shown in
this [xecutive Order or marketing of this device for an application cther
than those listed in this Executive Order shall be prohibited unless prior
approval is obtained from the Air Resources Board. Exemption of & kit
shall not be construed as an examction to sell, offer for sale, or
advertise any component of a kit as an individual device.
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This Executive Order does not constitute any opinion as to the effect that
the use of this device may have on any warranty either expressed or implied
by the vehicle manufacturer.

THIS EXECUTIVE ORDER DOES NOT CONSTITUTE A CERTIFICATION, ACCREDITATION,
APPROVAL, OR ANY OTHER TYPE OF ENDORSEMENT BY THE AIR RESOURCES BOARD OF
ARY CLAIMS OF THE APPLICANT CONCERNING ANTI-POLLUTION BENEFITS OR ANY
ALLEGED BENEFITS OF THE WEBER 40 IDA 3C CARBURETOR AND CONVERSION KIT.

No claim of any kind, such as “"Approved by Air Resources Board™ may be made
with respect to the action taken herein in any advertising or other cral or
written communication.

Section 17500 of the Business and Professions Code makes untrue or
misleading advertising unlawful, and Section 17534 makes violation
punishable as a misdemeanor.

Section 43644 of tne Health and Safety Code provides as follows:

" "43644. {a) No person shall install, sell, offer for sale, or
advertisa, or, except in an application to the state board for
certification of a device, represent, any device as a motor vehicle
pollution control device for use on any used motor vehicle unless that
device has been certified by the state board. No person shall sell,
offer for sale, advertise, or represent any motor vehicle pollution
control device as a certified device which, in fact, is not a certifiad
device. Any violation of this subdivision is a misdemeanor." .

Any apparent violation of the conditions of this Executive Order will be

submitted to the Attorney General of CaTifornia for such action as he deems
advisable.

' Jea
Executed at ET Monte, California, this ;; day of mber, 1983.

DiKntha” ™~

K. D. Drachand, Chief
Mobile Source Division
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SUMMARY

Porsche Mailorder has'requested exemption from the prohibitions in
Vehicle Code Section 27156 for an aftermarket carburetor and conversion
kit. The total kit is designed to replace the original equipment
mechanical fuel injection found on Timited 1969-1973 Porsche 9171 E, S,
and T model-year vehicles.

The applicant in order to demonstrate no adverse emissions effect
with the use of the conversion kit performed comparative exhaust emission
tests. The test results revealed that:

i) stock systems are high emitters due to age and deterioration
and that repair parts are quite costly acting as a deterrence for owners
to repair; and

ii)  the conversion kit being applied for did not increase the
emissions of the vehicle tested.

Based on the engineering evaluation of the conversion kit and an
analysis of emission test data, the staff recommends that the application
be granted exemption for the vehic]és applied for and that Executive

Order D-144 be 1issued.
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EVALUATION OF PORSCHE MAILORDER'S 40 IDA 3C WEBER CARBURETOR AND CONVERSION
KIT FOR EXEMPTION FROM THE PROHIBITIONS IN VEHICLE CODE SECTION 27156 IN
ACCORDANCE WITH SECTION 2222, TITLE 13 OF THE CALIFORNIA ADMINISTRATIVE CODE

I.  INTRODUCTIGN

Porsche Mailorder located in Santa Monica, California 90402, has applied
for exemption from the prohibitions of Vehicle Code Section 27156 for an
aftermarket add-on replacement carburetor and conversion kit. The applicant
specifically requested that the conversion kit, which incTudes two model 40
IDA 3C Weber carburetors, two intake manifolds, carburetor Tinkage and two air
cleaner adapters, be used in place of the original equipment (OE)‘mechanica1
fuel injection found on limited 1969 through 1973 Porsche 91T E, S, and T
model-year vehicles.

The applicant, in order to demonstrate that an adverse emissions impact
would not occur with the use of the conversion kit, performed comparative
exhaust emission tests on a vehicle equipped with the OE mechanical injection
and then with the aftermarket carburetor kit.

This report describes the Air Resources Board's (ARB) evaluation of the
Weber model 40 IDA 3C carburetors and conversion kit and discusses the
findings of the evaluation.

II. CONCLUSIONS

Based upon the applicant's submitted comparative exhaust emission data
and an analysis of in-use vehicle emission test data, the staff has concluded
that the installation of the Weber 40 IDA 3C carburetors would not cause an
adverse emissions impact.

IIT. RECOMMENDATIONS

The staff, therefore, recommends that Porsche Mailorder be granted
exemption from the prohibitions in Vehicle Code Section 27156 for the vehicles

as requested.



The staff also recommends that Executive Order D-144 be issued allowing
use of the Weber 40 IDA 3C carburetors and conversion kit on Timited 1969-1973
Porsche 911 E, S, and T model-year vehicles.

IV. DEVICE DESCRIPTION

The Weber 40 IDA 3C carburetor 1srof a triple venturi downdfaft type and
two units are required for each application {Diagram 1). ATl throttles ()
are simultaneously operated by a common Tinkage.

Each paired triple venturi carburetor contains a dual float and
individual idle, main, and accelerator circuits. However, it contains neither
a choke nor a power enrichment circuit which is common among these types of
carburetors.

“Weber carburetors are well known as being adaptable for various types of
driving applications. In order for the applicant to provide standardized
components for individual vehicle applications by engine and model

designation, Table 1 is provided.

Table 1
Weber 40 IDA 3C Component Variables
Engine Size Yenturi Main Emulsion Idle Air, Cor.
and Model {mm) Jet {(mm) Tube Jdet (mm} - Jet {(mm)
2.0E ;.25(7) 30 1.25 F-26 0.55 1.80
2.08(1 30 1.25 F-3 0.55 1.80
2.2s(1) 32 1.30 F-32 0,55 1.80
2.47%(2) 30 1.30 F-2 0.55 1.80
2.4£(2) 32 1.35 F-2 0.60 1.80
2.45(2) 32 1.35 F-3 0.60 1.80

*Model used for exhaust emission evaluation.
(1) Uses OE air cleaner w/o adapters.
(2) Uses OE air cleaner w/adapters.



A1l of Porsche Mailorder's Weber 40 IDA 3C carburetors use special
extended secondary venturi tubes.

The applicant also provides two different intake manifolds depending upon
the engine's intake port diameter. Porsche Models T and E receive a 40x32 mm
manifold while the model S receives a 40x36 mm manifold. Since the
installation of the Weber carburetors necessitates removal of the OE fuel
injection components, special plugs (6) are provided in each kit to plug the
hole for the individual fuel injection nozzles where they normally screw into
the cyTinder head. The OE fuel pump is retained but a special fuel block with
a pressure regulator is added to allow individual fuel supplies to each
carburetor.

The applicant's mixture adjustment procedﬁres for the Weber 40 IDA 3C
carburetors are found in Appendix 1. The procedure basically states that the
carburetors are to be adjusted equally and individually to obtain the
smoothest idle. A "Uni-Syn" (air flow meter) is needed to measure and adjust
each venturi for equal air flow. |

Idle HC/CO Timits are not given for adjustment of the carburetors,
however, when adjustments are performed according to the installation
instructions, the emission Tevels are less than the MVIP idle standard adopted
by the State for this type of vehicle.

V. DEVICE EVALUATION

The applicant submitted comparative exhaust emission tests performed by
the Automobile CTub of Southern California. The procedure used for the
evaluation was the CVS-75 as explained in the Code of Federal Regulations,

Part 86:00. The test vehicle is described in Table 2 and its comparative



exhaust emission results are found in Table 3. Paired baseline (with OF fuel
injection) and paired device (with Weber 40 IDA 3C carburetors) tests were
performed but only the average values of each are reported.

Prior to the baseline tests the test vehicle was adjusted and set to
original equipment specifications. Although the test vehicle was 14 years
old, it was purported to be well maintained and no modifications other than

normal maintenance items were performed,

Table 1

Test Vehicle Description
Year 1972
Make Porsche ‘
Model 911 7
Eng. Size 146.4 CID (2,?%;
Emission Controls PCY, Evap, VR
Odometer Mileage 81,098
Transmission Manual

. (1) PCV - positive crankcase ventilation; Evap - Evaporative emission controls;
VR - vacuum retard ignition.

Table 2
Exhaust Emission Results*
Exhaust Emissions in gm/mi Fuel Economy
Test Type HC Co NOx mi/gal
Baseline 30.0 233.7 . 1.06 10.6
Device 16.2 154.2 1.20 11.7
1972 Stand. 3.2 39.0 3.0 -

*Results have been recalculated to the CVS-72 procedure.
The ARB did not perform confirmatory testing of the conversion kit due to
Tack of a well maintained test vehicle and extreme costs in repairing one to

appropriate levels.



VI. DISCUSSION

As evident from the comparative emission results the baseline HC and CO
values are many times the 1972 emissions standard. ATthough the test vehicle
was repaired prior to testing, it is apparent that major fuel distribution
problems sti1l existed and were not corrected at the time of testing. There
is no correlation between the MVIP idle HC/CO standards and the CVS results
| since during both test configurations, baseline and device, the id7le emissions
were less than the MVIP standards.

The staff also performed an analysis of emission inspection data of six
cylinder Porsche vehicles having been tested at the time of registration
change and found that 90% of the vehicles failed at Teast one of the idle or
loaded mode HC/CO Timits. The staff contacted several Porsche dealerships in
the area and questioned service personnel about repairs to this type of
injection system. It was found that there are Timited people who can properly
service these units and that repair costs could run from several hundred
dollars to several thousand dollars. The availability of new OF parts is
another area of concern since they are no Tonger available and one must rely
solely on rebuilt parts. The combination of high repair costs and parts
availability acts as a deterrence for proper repair of the OE system.

The Weber 40 IDA 3C carburetor kit is similar to the same carburetors
used on earlier model-year Porsches. Although these carburetors require
precise adjustment to operate properly, most of the early foreign vehicles use
multiple carburetors similar to these and most repair personnel are famjliar
with them. Additionally, parts to repair or renew these carburetors are

readily available.



The deterioration factor of high performance sports cars such as Porches
with mileage in excess of 50,000 miles is extremely high. This is also
compounded since the model-year vehicles for this application are approaching
absolescence and replacement parts are becoming extinct.

Although the exhaust emission Tevels with the use of the Weber 40 IDA 3C

carburetor kit are considerably higher than the 1972 emission standard, they

are 50% less than those of the OF system.



Appendix 1

+ .
WEBER 40 IDA 3C ADJUSTMENT

e

1t's being taken fon granted that you have had some experience worhing with
Porsche engines, at Least at the tune-up Level. - Webers are eady to adfust when
compared £o olher Ponsche induction siystems but they are much harder *o adfust
than an American two barrel. It fakes a cesfain feel; which wsually can be Learned.

Begore attempting to adjust the carbs the engine must have correct cam and
Lgnition timing along with a careful valve adjustment. The points, plugs, distrni-
butorn cap, ignition wires, etc., should be in Like-new condition. The distributon
must be mechanical advance on modified forn straight mechanical advance. The
compredsion differential between the cylinderns shoufd not exceed 20 psi max. An
engdne compantment fuel §ilten will keep the carbs clean Longer. When the ain
cleaner 48 §inally installed, it should have a clean element.

DEFINITIONS: : '

Front, Back, Left, Right, efc., are degined from your position as you ALT An
the diver's seat. _

The Throitle Body 44 the main part of the canb. What it doesn't contain is
atlached £o Lt. '

The Mixture Screws thiread into the base 04 each Throttle bone. They have
sdprings Lo mainfain a setting and there are three of them &n each carburetor. Be
caredul as you furn these in as they seat in the throttle body. Turning a mixtune

. dcrew 4n Leans the mixture and Lurnding 4t out does the reverse.

. The Idle Screw is sometimes called the idfe slop screw. There i& one on the
ack of each carnb and it determines the mémimum thiottle setting through its
action on the throitle arm of the carb. When his &cremw L8 turned all the way out
The throtile plates rest against the throtile bores,

The Air Schews are simifan to Zhe mixiture 4creuws in that they operate on the
needle valve piinciple. There are afso thiee o4 these in each canb and They are
Located close to the mixture sciews. They have an & mm Lock nut on them £o maintain
thein setting. As they are adjusted out they Let air slip around the throttle
plates to equalize the volume 04 mixture enterning each cylinder at idfe. The basic
setling 45 1/2 turn out and gheat care is o be taken since these screws also seat
An Lne thhrottle body.

Side to Side Balance means equal vacuum between the two sides 04 the engine
Lhwough adfisZing The idfe schews and hiottle Linkage.

TOOLS needed to adjust the carbs are:

SAubdy Schew diXverS 0 adjust The mixiuwie and ain Sc/eins :

STE SYNCHROMETER {ox adfusting vacuum at the aix screws {available at Porsche
Two & mm combination wrienches pfus a Tmm one. Mallonden)

P 226a; a Vorsche special tool that allouws you Lo check the {Loat Level
| with engine nunninglavaiiable at PORSCHE MATLORDER}
A small cc measuning vial; useful fon measurning the acceleraton pump injection
quantity

These instructions starnt with the engiie thoroughly cleaned and the mandfolds
s (alled with new gashets. The Linkage should be clean and high Zemp grease
ed 2o the balf sockets. An § rm open end wiench can be wsed as a balfl jodnt
deparator. New gaskets are used unden the carburetons when they are installed.
The ain honn shield is the part of Zne ain clecuer that £s clamped to the Zop of

+CLEAN THE CARBURET(ORS INSIDE Aﬂﬁ OUT BEFORE TNSTALLING.
{rermove plugs {rom thg {foat bowf vents on 40mm canbs)



= (2)
i
= the canbureton by the ain hoans. A new gasket élgouﬂd go fge,twean the ain horn shiesd
and the carburetor. A gasket can go unden 'the airn horns i you want o be sure of
getting an accuwrate adjusiment with the Uni-Syn. -
Next, the Linkage should be hocked up excepl forn the shont bafe fointed
carbureton nods. 1§ you are converting to Webens from Zeniths, the fLinkage
arm connected Lo the crossban on the night side sometimes has Zo be bent furthen
Lo the night to allow the shont bafl jointed carnb nod to thavel in a totally
vertical plane when viewing the mechanism from the rean of the vehicke. Find the
Adlescrew at the near of each carb and twwn the darnew all the way owt s0 that the

other carb. Now adfust the short balf jodnted rnods so0 that they can be snapped
onto the throttle anm ball without distunbing the throttle setting. This should
give the carbs side to side balance.

OLL the throttle shagts and acceferaton pump Linkage (hencegonth every 3,000
miLes) and check forn smooth opeation. Take the play out 04 Zhe Linkage by
shontening the Long ball fodinted nod that connects fhe pivet podnt on the §ront
of the Legt manifofd Lo the cressbar; maring swie that the throttfe closes all e
way. Next, have Aomeone get inside the cax and {Loon the gas pedal whife you are
Looking into the canbs to make swrie the thiottle plates nise fo a complete vertical
position. You may have to adjust the Lthrotile stop behind the pedal = Be suwre
Lhroittle plates don't g0 past the vertical position. .

You can now hook up the fuel Lines. I the original braided fued Lines to

the metal Lines and instaff regular neoprene fuel hose and slainkess hose clamps.
Don't forget the filtens. The German high pressune fuel Line is safenr.

e initial adfustment on the Mixtwrie Soreiws A8 1 1/2 turns out §rom the seats.
The Idle Screws ane 1/2 tfww in agler touching the throitfe arm on each carb.
The Ain Serews are 1/2 #urn out £ & mm nuts are Lightly Locked with the schews
being held stationany. Attach the Tach-Dwell Meter {on CD .ignition the hot Lead
goes Lo an adapton on the point wire connection on the distributor). Warm the
engine to at Least 140 deghees. Unlock the rod grom the right canb and evenly
tunn the idle screws in until the tach reads 1100 npm.  Check the side to side
balance of the canbs with the Uni-Syn Lo make sure both sides of Lthe engine are
pulling equal vacuum. Adjust an idfe Schew if need be. Piek a bariel and fur
the mixture screw {n until the engine speed drops and then sLowly out again until
Lt huns smoothly. Remember o Let the engine speed stabifize agletr each increment
0f scraw tun. 15 you jound that the engine auns smoothby at fess than the
Andtial 1 1/2 turn setting then you can tunn all the viher mixture screws a hat{
Lurn in and starnt over. If you need 2 1/2 tunns 2o make the engine hun well then
do £t. 3 1/7 turns owt on mone wsually calls fen biggern idle fets.

If the engine doesn't fespond whern gou turn one o § the mixture screws .in and
out Lt means that the cylinden is not getling Lgnition on it is not getting idle
mixtune. 1§ the ignition and compression on the culinder check out then an idte
passage <& plugged. Remove the mixtune sciew and Ldle jet and blfow air back and
forth to clearn the uvbstrucition. DON'T put compressed ain threugh the fLoat vent.
If this doesn't wornk the idfe passages have to be boiled out and possibly checked
witn a duct guage. Alwaus oil 0-fings when renlacing idte jets,

Aftern you have the idfe mixfure Anitially adjusted you can biing out youn
Uni-Syn and adjust the Aix Screws. Find the bawrel which is pulling the most

- ggouum, adfust the fleating baii £o the centen foves i the Und-Syn using the
ustment on the Uni-Syn, then adjust the othexr colindens 2o an equal vacuum
ing the airn screws. The eyl inden which 4ia pulding the mest vacunm you Leave

alone. Remember Zo wnfock the nuis befone adfusiing the air screws. Tighten

- . Vou now have all your tools tfogether and are ready to adfust the canbs.



'Ihem by hand as you go along; whey, you're finishod You can Lighten them Us.ing
the $mm wrepoy, while hol?déng the scnew SLationany wigy, the $Zubby derewdniver .

IT's best #o get youn 4 aatusiment angund 1100 npm anqg hope the Inibutos
esn’ L interced. Check the sidy to side b Ce each time yoy adjust the {dee
dcrews, ¢ mixtures oan po 4 Littee toan o4 4 Little nich ey must be

When you ane fnished adjus ting .the MEXEUNE 8 ey bacfa~o§5 the idee S enews
eventy Zo §50-9z, om and chepp balance, Adfust the npd that attaches Lo the rnight
throttle anp unless it wipp ARap on without mouding the throttee . You can

You chech the infection QUantity with o now ea measuwiing uigp Which can pe
Purichased §nom o pharmaceutioqp Supply house . Attach a wiye @ound it gpd hang
L& down zo Cateh the gas gy X Squints out of the accelenaton Pump fet. g oa for
oOne complete Lhrottee action {5 about AGhE.  The {nfection QUantity capn pe varied

Pour out of the canp when yoy Siant the engine., Always wipe up any Apilled gas
agter you Cnsiall the guage and be gonp You stant the engine. 14 #he §loat Lever

Lze. A Variety o4 these nsulatons are avaifabge from PoRsCHE MATLORDER.




Drawing 1

Weber 40 IDA3C Carburetor
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